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KBK Antriebstechnik GmbH

KBK Antriebstechnik GmbH was founded in July 2003.
Our vision of manufacturing high quality products “made in Germany” at
competitive prices made us become the supplier of a steadily growing number
of satisfied customers in 52 countries.
KBK products are the result of over thirty years experience in developing and
manufacturing couplings and locking devices.
In 2010 we have extended not only our product range but also our production
site to over 1000 square meters and have refurnished our NC turning lathes
and Milling machines. This helps us to dispatch standard as well as customized
products within two hours.
Our manufacturing facilities are located only 50 minutes from Frankfurt
International Airport, which also enables us to provide worldwide short and
punctual deliveries.
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KB1/1~100KB1/1~100
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KB1/45

KB1/100

KB1/20

KB1/15

KB1/5
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KB1/1

Dimensions (mm) Technical Ratings

Ø A FC
Torque

Moment
of

Inertia

Mass

radial

ΔKr
(mm)

Misalignment

axial

ΔKa
(mm)

angular

ΔKw
(°)

torsinal

CT

(Nm/rad)

D /D1 2 Spring Stiffness

radial

CR

(N/mm)

axial

CA

(N/mm)

Ø B EL

Miniature Metal Bellows Couplings : KB1 Series

3

3

3

4

4

5
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7

4

2

2

22

3

36

6

6

8

6

Outer

Ø
Hub Ø Hub-

Length
Length
(±1)

Bohre Sizes
(H7)

Screw
(DIN 916)

TA (Nm)

TKN

(Nm)
(g)

J
(g cm²)

Miniature Metal Bellows Coupling

with Set Screws

min ~ max

Keyway on request

1
2
0
°

C
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Hub:

Speed:

Bore Tolerance: H7 Keyway acc. DIN 6885 optional

max. 15000 min
-1

Temperature Range: -30° ~ 120° C

Material: Bellows - Stainless Steel
Hub - Aluminium (also available in Stainless Steel)

Order Code: KB 1 / 45 - 40 - 10 - 18 - S
OptionsØ D2Ø D1Length LType / Size



KB2/1~100KB2/1~100
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Miniature Metal Bellows Couplings : KB2 Series
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Miniature Metal Bellows Coupling

with Collet Clamps

Keyway on request

F (DIN 912)

ØB

KBK Antriebstechnik GmbH4

Order Code: KB 2 / 45 - 50 - 10 - 16 - S
OptionsØ D2

(H7)
Ø D1
(H7)

Length LType / Size

Dimensions (mm) Technical Ratings

Ø A FC
Torque

Moment
of

Inertia

Mass

radial

ΔKr
(mm)

Misalignment

axial

ΔKa
(mm)

angular

ΔKw
(°)

torsional

CT

(Nm/rad)

D /D1 2 Spring Stiffness

radial

CR

(N/mm)

axial

CA

(N/mm)

H EL Ø B

Max.
Ø

Outer
Ø

Hub-
length

Length
(±1)

Bore Sizes
(H7)

Screw
(DIN 912)

TA (Nm)

TKN

(Nm)
(g)

J
(g cm²)min ~ max

Hub:

Speed:

Bore Tolerance: H7 Keyway acc. DIN 6885 optional

max. 15000 min
-1

Temperature Range: -30° ~ 120° C

Material: Bellows - Stainless Steel
Hub - Aluminium (also available in Stainless Steel)
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Dimensions (mm) Technical Ratings

Ø A FC ØB
Torque

Moment
of

Inertia

Mass

radial

ΔKr
(mm)

Misalignment

axial

ΔKa
(mm)

angular

ΔKw
(°)

torsional

CT

(Nm/rad)

D /D1 2 Spring Stiffness

radial

CR

(N/mm)

axial

CA

(N/mm)

H EL

Miniature Metal Bellows Couplings : KB2H Series

3.5
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3.5 27
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Outer

Ø
Length
(±1)

Bore Sizes
(H7)

Screw
(DIN 912)

TA (Nm)

TKN

(Nm)
(g)

J
(g cm²)

KBK Antriebstechnik GmbH

Miniature Metal Bellows Coupling with Split Hubs

Order Code: KB 2H / 45 - 50 - 10 - 16 - S
OptionsØ D2

(H7)
Ø D1
(H7)

Length LType / Size

min ~ max

F ISO 4762

W
ØB

5

Hub:

Speed:

Bore Tolerance: H7 Keyway acc. DIN 6885 optional

max. 15000 min
-1

Temperature Range: -30° ~ 120° C

Material: Bellows - Stainless Steel
Hub - Aluminium (also available in Stainless Steel)
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Dimensions (mm) Technical Ratings

Ø A FC
Torque

Moment
of

Inertia

Mass

radial

ΔKr
(mm)

Misalignment

axial

ΔKa
(mm)

angular

ΔKw
(°)

torsial

CT

(Nm/rad)

D /D1 2 Spring Stiffness

radial

CR

(N/mm)

axial

CA

(N/mm)

H EL

Miniature Metal Bellows Couplings : KB2VA Series

3.5

4.5

3.5

5
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19

20
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5

2
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7.52.5

3
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8

9
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14

15.5

14
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14
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41.5

17.5

34

17.5

18

21
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Ø B

Max

Ø
Outer

Ø
Hub-
length

Length
(±1)

Bore Sizes
(H7)

Screw
(DIN 912)

TA (Nm)

TKN

(Nm)
(g)

J
(g cm²)

Miniature Metal Bellows Coupling Stainless Steel

with Collet Clamps

Order Code: KB 2 / 45 - 55 - 10 - 16 - VA/VAW
Stainless Steel laser-beam-welded
Stainless Steel glued

Ø D2
(H7)

Ø D1
(H7)

Length LType / Size

min ~ max

Keyway on request

F (DIN 912)

ØB

Temperature Range: VA -30° ~ 120° (glued)
VAW -30° ~ 250° (laser-beam-welded)

Material: Bellows - Stainless Steel
Hubs - Stainless Steel

Keyway acc. DIN 6885 optional

Version VA: Stainless Steel glued
Version VAW: Stainless Steel laser-beam-welded

KBK Antriebstechnik GmbH6



KB3/5~100KB3/5~100

14 20

M2/M3
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3.3

3.4
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2.9

9
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3414
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KB3/100
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KB3/20
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KB3/5

Miniature Metal Bellows Couplings : KB3 Series

3/10

512

515.5

13.5

13.2

14.6

27.2

29.3

2.55.2

2.55.2

11
37

3.59

12.8

8 8

8 8

9 12

11 12

14 16

Miniature Metal Bellows Coupling

with expanding clamp

1

E1

G (DIN 912)

Keyway on request

F (DIN 912)

ØB
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Dimensions (mm) Technical Ratings

Ø A F/GCH
Torque

Moment
of

Inertia

Mass

radial

ΔKr
(mm)

Misalignment

axial

ΔKa
(mm)

angular

ΔKw
(°)

torsional

CT

(Nm/rad)

D1 D2 Spring Stiffness

radial

CR

(N/mm)

axial

CA

(N/mm)

Ø B E E1L

Outer
Ø

Max.
Ø

Length
(±1)

Bore Sizes Bore Size

(H7) (H7)
min ~ max

Screw
(DIN 912)

TA (Nm)

TKN

(Nm)
(g)

J
(g cm²)

Order Code: KB 3 / 45 - 52 - 10 - S
OptionsØ D1

(H7)
Length LType / Size

Hub:

Speed:

Bore Tolerance: H7 Keyway acc. DIN 6885 optional

max. 15000 min
-1

Temperature Range: -30° ~ 120° C

Material: Bellows - Stainless Steel
Hub - Aluminium (also available in Stainless Steel)



KB4AL/80~500KB4AL/80~500

BELLOWS COUPLINGS

Bellows Couplings
with Aluminium Collet Clamps

KB4C/30~500

KB4H/18~500KB4/18~1400

KB4C/30~500

KB4H/18~500KB4/18~1400

KB4VA/18~500 KB5/18~5000KB4VA/18~500 KB5/18~5000

KB7/18~5000 KB8/18~300KB7/18~5000 KB8/18~300

Bellows Couplings Compactversion
with Collet Clamps

Bellows Couplings
with Split Hubs

Bellows Couplings
with Collet Clamps

Bellows Couplings
Stainless Steel glued or welded

Bellows Couplings
with Inner Conical Hubs

Bellows Couplings
for Flange Mounting

Bellows Couplings
with Expanding Clamp

Page 16 Page 17

Page 13 Page 14Page 12

Page 10Page 9 Page 11

KB6/18~5000KB6/18~5000

Bellows Couplings
with Outer Conical Hubs

Page 15
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